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COMPANY INTRODUCTION

THEAERERHBRASEIRET 1996 &£, B—RERIT. $E. NI, BE. RRSK. THShsT—4F, B%
FEFVEABNERSHEASY, FEFRITAAE, F~Mm8c%—EWERN. £EH. BARMRE,

ATHMERT 600 &N, BEFARAR 60N, HHEIRGC.7HESTX, WBEIEEZHEEE 4%, 20068 8CNCERSIT
Fuly, FEMTEERTRANI00&E, BEELAHAAEN, KEMTN, SESRHE, BET, FRAEhREA, KEN, ¥
MBZX (MITUTOYO= ) 3|# THEAN, EEMN, HEENRZLIRNEN, ®BNFSNRY, WIOREFEELHEN
REFRRE= IS RE.

—. EEFG. REER. BOEkR. SRR, RNEMIESES. FEXEG. BREERTARNSESHEETH
®II&BaifEsTe (Kah. B5) .

=. =& APl, ASME, I1SO, EN, DIN, BS, JIS, GB,

=. EHEH. GB PN(16/25/40/63/100/160). ASME CLASS(150/300/600/900/1500). DIN PN(16/25/40/63/100/160).
JIS (10K/20K/30K/40K/63K/110K).

M. =ZMFE. CF8M, CF8, CF3M, CF3, CN7M, WCB, WCC, WC6, WC9, C5XKHfhE FERIE MM,

FH. BERIEH. APl 6D, APl 608, APl 607, TSG, I1SO9001, 1SO14001, OHSAS18001, DVGW W534, CE, TS
16949, SIL,

We, GRANDE-TEK FLOW CONTROL CO.,LTD. has been established in 1996, and we are developing with intergrated in designing,
casting, machining, assembling, testing & inspection, marketing and service, with 20 years’ experience in high-tech industry. And 85% of
our products have been exporting to Europe, USA, Japan and any other countries.

600 staffs, of whom 60 technician and engineers, 4 precision casting lines, 200 CNC lathes and other processing equipments, and it
covers an area of 67000m’.

Full set of advanced testing and inspection equipments, such as spectrometers, chemistry analyzers, metallurgical microscope,
sclerometer, roundness measuring instrument, rough meter and three-coordinate measuring instrument, valve life-cycle test machine and
fire-test equipment to ensure the quality.

Main products: Flanged ball valves, Threaded ball valves, Fully welded ball valves, Automation valves,

Threaded fittings, Press fittings, Tank valves and spare parts,etc .
Design stardards: API, ASME, ISO,EN,BS, DIN, JIS,GB.
Pressure rating: Class 150/300/600/900/ 1500
PN 16/25/40/63/100/160
JIS 10K/ 20K/ 30K/ 40K/ 63K/ 110K
Material: CF8M, CF8, CF3, CF3M, CN7M, LCB , WCB, WC6, WC9, C5 and other material upon your request.
Certificate: API 6D, APl 608, APl 607, TSG, 1ISO9001, I1SO14001, OHSAS18001, DVGW W534, CE, TS 16949, SIL.
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PRODUCTION SITE & TESTING EQUIPMENT GRANDE-TEK
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FEZEINIIX/Precision machining

ETEES BSRLH/High precision air tight testing machine

817155 641/ Life cycle testing #BFE K ME{Y/Ultrasonic thickness meter BIEF{/Roundness
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Y MINIjiE 44 ¥-Q01H/Q03H/Q02H

fien 1L

GRANDE-TEK Mini Valve (F/F M/F M/M)

% % R~} Dimensions

#RAMSE Standard specification

®1THRAE Design: API1 608

/AFRIE /1 Rating: 1000PS|

12275 Thread: ASME B 1.20.1, BS21,DIN2999/259,
1SO228-1,JIS B 0203,1SO7-1

KIEFRAE Inspection: API1 598, EN12266

1% 3t 4% & Design features

1. #8421%it Reduced bore

2. WS Hi%3T Blow-out proof stem
3. P4 RiZit Sanitary design

SIZE “ L(F/F) | L(M/F) | Lvm/m)
23 42 40 50

1/4" 7 26.5
3/8" 7 26.5 23 42 40 50
1/2" 9.2 29 23 46 46 58.5
3/4" 12.5 32 23 54 54 71.5 _ ;
1" 15 35 23 64.5 64.5 83 L

% [& Part Drawing

No. Iltem Material

1 & & Body CF8M CF8

2 fll2€ Cap F316 F304

3 i@k Ball F316 F304

4 i@ 4T Stem F316 F304

5 AR EE SeatA PTFE/RTFE  PTFE/RTFE
6 /N[ 2 Seat B PTFE/RTFE  PTFE/RTFE
7 LEH#E B[ Gasket PTFE PTFE

8 O O-ring VITON VITON

9 F 4 Handle Al Al

10  #2%] Screw 304 304

www.gd-tek.com




1PCIR LI K E-Q118 AP

1PC Threaded Ball Valve GRANDE-TEK

% % R ~f Dimensions

F¥RAEISE Standard specification

& IT 454 Design: API 608

AFRIE S Rating: 1000PSI

SRETKRAE Thread: ASME B 1.20.1, BS21,DIN2999/259,
1S0228-1,JIS B 0203,1S07-1

IRKIEARE Inspection: AP1 598, EN12266

1% 1145 = Design features
1. @iERIT
Reduced bore
2. WFFBAR LR
Blow-out proof stem
3. IIBIFARSERFAR (Tt )
Lockable handle or butterfly handle (option)

3/8" 7 35 93 44
1/2" 9.2 40 95 55
3/4" 12.5 44 95 59
g 15 50 113 69
1-1/4" 20 57 13 77
1-1/2" 25 64 141 81
2" 32 68 141 97
21/2" 38 85 189 127
3" 50 90 189 153

www.gd-tek.com




YT 1PCHR 4Kk -Q118
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GRANDE-TEK 1PC Threaded Ball Valve

2H % [&| Part Drawing

13

No. Item Material

1 {1 Body CF8M CF8 WCB

2 MZE Cap CF8M CF8 wCB

3 {&Ek Ball F316 F304 F304

4 {BI4F Stem F316 F304 F304

5 INEIEE Seat B PTFE/RTFE PTFE/RTFE PTFE/RTFE
6 AMREE Seat A PTFE/RTFE PTFE/RTFE PTFE/RTFE
7 1EHEH B Gasket PTFE PTFE PTFE

8 1%} Stem packing PTFE PTFE PTFE

9 $M# Steel washer F304 F304 F304

10 SE | Spring washer 304 304 304

1 NFIZE Nut A2-70 A2-70 A2-70

12 F4f Handle 304 304 304

13 FH%E Handle cover PVC PVC PVC

www.gd-tek.com




1PCPiy K124 3k i 2000PSI-Q110 v b

1PC Firesafe Ball Valve 2000PSI GRANDE-TEK

% % R < Dimensions

¥REHSE Standard specification

&1+ #r4 Design: AP1608

AFRIE /] Rating: 2000P S|

2L FRAE Thread: ASME B 1.20.1, BS21, DIN2999/259,
1SO228-1, JISB 0203, 1SO7-1

K IEFRAE Inspection: API 598, EN12266

iﬁi‘l’ﬁ,ﬁ\ Design features
. Rt
Reduced bore

2. WFFBAR LRIt
Blow-out proof stem

3. BAkaxit ¥

Fire-proof

Ill’l”l’ _

i—' 1
|_=||
%/

i HI”III“ =t
\\\\\\\\\\\\\ | \\’\9\&1@
L
————
1/4"~3/8"

1/2" 9.2 46 110 67
3/4" 12.5 50 110 71

1" 15 60 140 84
1-1/4" 20 65 140 94
1-1/2" 25 72 160 100
2" 32 78 160 118

www.gd-tek.com




1PCBAh R IR 4L Bk i 2000PSI-Q110
1PC Firesafe Ball Valve 2000PSI

A2 Ik NS
4 PR e

GRANDE-TEK

A % [&] Part Drawing

FS
No.
1 i@ Body CF8M CF8
2 |2 Cap CF8M CF8
3 {@Ek Ball F316 F304
4 HR4F Stem F316 F304
5 fEEE Seat PTFE/RTFE PTFE/RTFE
6 [EFEE & Seat gland 316 304
7 FEBE Cap gasket 214 72 & Flexible graphite Z 1 A £ Flexible graphite
8 1EH#EF B Gasket PTFE PTFE
9 1R} Stem packing ZM AR Flexible graphite 1% A2 Flexible graphite
10 EREHF Packing gland 304 304
11 A58 % Spring washer SS301 SS301
12 7 AR R Thin nut A2-70 A2-70
13 Fi& Handle 304 304
14 F1EEHandle cover PVC PVC

www.gd-tek.com



2PCIZ 4 2k i)]-Q218 sy fo

2PC Threaded Ball Valve GRANDE-TEK

% % R < Dimensions

FRAISE Standard specification

B I1T4RA4 Design: API 608

/ARRIE A Rating: 1000PSI

YRy HRHE Thread: ASME B 1.20.1, BS21,DIN2999/259,
1S0228-1,JIS B 0203, ISO7-1

RKIEARA Inspection: AP1 598, EN12266

1% 114% 5= Design features
1. &2BERIT

Full bore
2. FBREEIET

Blow-out proof stem

¥ i
N e
|
[ 7 l {
| Sl S ‘ =i
| |
22 N NV
!

e o
1/4" 1 5.5 104 51
3/8" 12.5 51.5 104 51
1/2" 15 63.5 104 53
3/4" 20 74 126 65
1" 25 86 144 77
1-1/4" 32 98 144 81.5
1-1/2" 38 106 189 94.5
2" 50 122 189 102
21/2" 65 159 223 119
3" 76 182 223 129
4' 94 224 298 169

www.gd-tek.com




YT 2PCHZ 4 Bk -Q218

GRANDE-TEK 2PC Threaded Ball Valve

H % [#] Part Drawing

11

No. Item \EVCTE
1 f@{4 Body CF8M CF8 WCB
2 @z Cap CF8M CF8 WCB
3 f@Ek Ball F316 F304 F304
4 {R4F Stem F316 F304 F304
5 e Seat PTFE/RTFE PTFE/RTFE PTFE/RTFE
6 {1 E Cap gasket PTFE PTFE PTFE
7 LEHEEAE] Gasket PTFE PTFE PTFE
8 1H#} Stem packing PTFE PTFE PTFE
9 #&= Packing gland F304 F304 F304
10 F4§ Handle 304 304 304
11 FHEE Handle cover PVC PVC PVC
12 ¥ EEHE Spring washer 304 304 304
13 ANFIEE Nut A2-70 A2-70 A2-70

www.gd-tek.com




2PCi#Z BRI Mg 4 Bk 1]-Q218Q v b

2PC Threaded Ball Valve Light Type GRANDE-TEK

% % R < Dimensions

#REMSE Standard specification

R ITHRA Design: API 608

AFRIE S Rating: 1000PS|

YREFRAE Thread: ASME B 1.20.1, BS21,DIN2999/259,
1S0228-1,JIS B 0203,1SO7-1

HIEFRE Inspection: API 598, EN12266

T 4% /. Design features
1. @BERItT

Full bore
2. BT ERT

Blow-out proof stem

W .
| =
LN RN
” 7 7 | \}\ \
_IL |l |
L
I N I NI R

1/4" 11 51.5 104 51
3/8" 12.5 51.5 104 51
1/2" 15 58 105 52
3/4" 20 65 133 63
1" 25 77 133 65
1-1/4" 32 90 154 80
1-1/2" 38 98.5 154 83.5
2" 50 122.5 188 97
21/2" 65 159 223 119
S 76 182 223 129
4" 94 224 298 169

www.gd-tek.com




v b 2PCH#Z BRI Mg 4 Bk i]-Q218Q

GRANDE-TEK 2PC Threaded Ball Valve Light Type

“H % [&] Part Drawing

11

No. Item \EVCTE
1 f@{4 Body CF8M CF8 WCB
2 @z Cap CF8M CF8 WCB
3 f@Ek Ball F316 F304 F304
4 {R4F Stem F316 F304 F304
5 e Seat PTFE/RTFE PTFE/RTFE PTFE/RTFE
6 {1 E Cap gasket PTFE PTFE PTFE
7 LEHEEAE] Gasket PTFE PTFE PTFE
8 1H#} Stem packing PTFE PTFE PTFE
9 #&= Packing gland F304 F304 F304
10 F4§ Handle 304 304 304
11 FHEE Handle cover PVC PVC PVC
12 ¥ EEHE Spring washer 304 304 304
13 ANFIEE Nut A2-70 A2-70 A2-70

m WWW.gd'tek.COm




2PCIic B IR 4 Bk i]-Q218C

2PC Threaded Ball Valve DIN3202-M3

% % R < Dimensions

FRAISE Standard specification

BT 4RA4 Design: API 608

AFRE /7 Rating: 1000PSI

YRETHRHE Thread: ASME B 1.20.1, BS21,DIN2999/259,
1S0228-1,JIS B 0203,ISO7-1

KLEHRAE Inspection: API 598, EN12266

1% 114% 52 Design features
1. £1BE&IT Full bore
2. IBFFF5RH iRt Blow-out proof stem

bD

\L Ihs N TS e
A TR e
GRANDE-TEK

60 103 51

3/8" 12.5
12" 15 75
3/4" 20 80
G 25 90
1-1/4" 32 110
sl 38 120
2" 50 140
21/2" 65 185
3" 76 205
4 94 240

103

126

144

144

189

189

223

223

297

53

65

77

81.5

94.5

102

119

129

169

www.gd-tek.com




v b 2PCic B BZ £ 3k 1] -Q218C

GRANDE-TEK 2PC Threaded Ball Valve DIN3202-M3

“H % [&] Part Drawing

11

No. Item \EVCTE
1 f@{4 Body CF8M CF8 WCB
2 @z Cap CF8M CF8 WCB
3 f@Ek Ball F316 F304 F304
4 {R4F Stem F316 F304 F304
5 e Seat PTFE/RTFE PTFE/RTFE PTFE/RTFE
6 {1 E Cap gasket PTFE PTFE PTFE
7 LEHEEAE] Gasket PTFE PTFE PTFE
8 1H#} Stem packing PTFE PTFE PTFE
9 #&= Packing gland F304 F304 F304
10 F4§ Handle 304 304 304
11 FHEE Handle cover PVC PVC PVC
12 ¥ EEHE Spring washer 304 304 304
13 ANFIEE Nut A2-70 A2-70 A2-70

www.gd-tek.com




2PCPI b 5F Bk i@-Q238 .

2PC Threaded Ball Valve M/F GRANDE-TEK

2 % R~} Dimensions

FREMSE Standard specification

RITHRAE Design: API 608

/AFRIEF Rating: 1000PSI

Y2EARA Thread: ASME B 1.20.1, BS21,DIN2999/259,
1S0228-1,JIS B 0203,1S0O7-1

KL HRA Inspection: API 598, EN12266

% 3+4% 55 Design features
1. &BFERIt
Full bore
2. @R LRT
Blow-out proof stem
3. WINFERE
Male & Female thread ¥

bd

%=

1/4" 7

3/8" 10.5 12.5 60.5 104 51
1/2" 18.8 15 78.5 104 53

3/4" 18.5 20 88.5 126 65
1" 23 25 100 144 77

1-1/4" 31 32 110.5 144 81.5

1-1/2" 36 38 121 189 94.5
2" 48 50 141.5 189 102

www.gd-tek.com




v b 2PCH 5b F 3k ] -Q238
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GRANDE-TEK 2PC Threaded Ball Valve M/F

2H % [&| Part Drawing

13

No. Item Material

1 {@{4 Body CF8M CF8 WCB
2 i@z Cap CF8M CF8 WCB

3 {®Ek Ball F316 F304 F304

4 {E@4F Stem F316 F304 F304

5 e Seat PTFE/RTFE PTFE/RTFE PTFE/RTFE
6 5T Cap gasket PTFE PTFE PTFE

7 LEHEHR ] Gasket PTFE PTFE PTFE

8 1#¥} Stem packing PTFE PTFE PTFE

9 #&= Packing gland F304 F304 F304

10 S Spring washer 304 304 304

1 NFIEE Nut A2-70 A2-70 A2-70
12 F4f Handle 304 304 304

13 F#ZE Handle cover PVC PVC PVC

www.gd-tek.com




2PCi& =¥k ® 2000PSI-Q210 P

2PC Full Port 2000PSI GRANDE-TEK

% % R < Dimensions

¥REHSE Standard specification

®it#r% Design: AP1 608

AFRIE S Rating: 2000PSI

R4 AR Thread: ASME B 1.20.1, BS21,DIN2999/259,
1SO228-1, JIS B 0203, 1ISO7-1

IKIEHRAE Inspection: AP1 598, EN12266

B it4F 5 Design features
1. @lERit
Full bore
2. BWIFHELIRT
Blow-out proof stem
3. BRIt

High pressure i
|
A -
g o
[
|
|
_2_:___
I
1 § u
. \\-\%\\ ik
- G Sty \'\\\\};
L

1/4" 1 51 104 48
3/8" 12.5 51 104 56
1/2" 15 53 126 68
3/4" 20 65 126 78

1" 25 77 144 85
1-1/4" 32 81.5 144 100
1-1/2" 38 94.5 189 106
2" 50 102 189 130

www.gd-tek.com




YL 2PCi@ 3k i@ 2000PSI-Q210

2417

GRANDE-TEK 2PC Full Port 2000PSI

H % [#] Part Drawing

3

No. Item \EICHEL

1 f&@4% Body CF8M CF8
2 {835 Cap CF8M CF8

3 i@k Ball F316 F304

4 f@4F Stem F316 F304

5 fBEE Seat PTFE/RTFE PTFE/RTFE
6 B HE Cap gasket PTFE PTFE

7 1EHEHFE] Gasket PTFE PTFE

8 4} Stem packing PTFE PTFE

9 #& = Packing gland F304 F304

10 F14% Handle 304 304

1 3 E H B Spring washer 304 304

12 NFRIZE Nut A2-70 A2-70
13 FH/E Handle cover PVC PVC

www.gd-tek.com




2PC45 123k i@ 2000PSI1-Q210S st i

2PC Reduced Port 2000PSI GRANDE-TEK

% % R < Dimensions

kR # V8 Standard specification

¥ it kv Design: AP1608

s B & 77 Rating: 2000PSI

W2 20 bR #E Thread: ASME B 1.20.1, BS21,DIN2999/259,
1S0228-1,JISB 0203,1SO7-1

X 36 b5 #E Inspection: AP1 598, EN12266

R it4E 5 Design features
1. #ife it
Reduced bore
2. B A R
Blow-out proof stem
3. mEEI

High pressure ¥
: 7 T,
oy =
o -

s

%

/ 7

I— | _ﬁ VS
] -
- 7
AN PP
L

1/4" 10.5 51 95 51.5
3/8" 10.5 51 95 57
1/2" 12.5 52 95 62.5
3/4" 15 60 105 74
1" 20 73 125 84
1-1/4" 25 77 125 91.5
1-1/2" 32 88 180 99
2" 38 93 180 109.5

www.gd-tek.com




e 2PC4E#Z Bk i@ 2000PSI-Q210S

2417

GRANDE-TEK 2PC Reduced Port 2000PSI

2H % [&| Part Drawing

No. Item \EICHEL

1 f@ {4k Body CF8M CF8
2 {835 Cap CF8M CF8

3 {@Ek Ball F316 F304

4 fE@4F Stem F316 F304

5 f®EE Seat PTFE/RTFE PTFE/RTFE
6 B HE Cap gasket PTFE PTFE

7 1EHEHFE] Gasket PTFE PTFE

8 1B} Stem packing PTFE PTFE

9 #& = Packing gland F304 F304

10 F14% Handle 304 304

1 3 E H B Spring washer 304 304

12 ANRIZE Nut A2-70 A2-70
13 FH/E Handle cover PVC PVC

www.gd-tek.com




3PCI2 4 3k i-Q318(7) v b

3PC Threaded Ball Valve GRANDE-TEK

% % R < Dimensions

#EHSE Standard specification

1% 1t#54 Design: AP1 608

/AFRIE S Rating: 1000PSI ( 1/4"~2") 800PSI (21/2"~4")

2Ly #RHE Thread: ASME B 1.20.1, BS21,DIN2999/259,
1S0228-1,JIS B 0203,ISO7-1

IKIGARAE Inspection: API 598, EN12266

1% i+4% &5 Design features
1, BRIt
Full bore

2. BRI

Blow-out proof stem

/|
By )
7 N B
s i L A, {
= 1 1
7 7
7
L
I R S A R
1/4" 1 64 104 51
3/8" 12.5 64 104 51
1/2" 15 72 104 53
3/4" 20 80 126 65
1" 25 85 144 77
1-1/4" 32 105 144 81.5
1-1/2" 38 113 189 94.5
2" 50 132 189 102
21/2" 65 170 223 119
3" 76 186.5 223 126
4" 94 226.5 298 169

www.gd-tek.com




v b 3PCH2 4 3k §-Q318(7)
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GRANDE-TEK 3PC Threaded Ball Valve

2H % [&| Part Drawing

No. Item Material

1 @44 Body CF8M CF8 WCB
2 i@z Cap CF8M CF8 WCB

3 {&Ek Ball F316 F304 F304

4 {@#F Stem F316 F304 F304

5 e Seat PTFE/RTFE PTFE/RTFE PTFE/RTFE
6 LEHEER [ Gasket PTFE PTFE PTFE

7 1##} Stem packing PTFE PTFE PTFE

8 #&= Packing gland F304 F304 F304

9 F 4% Handle 304 304 304

10 S E HE Spring washer 304 304 304

1 NFIEE Nut A2-70 A2-70 A2-70
12 F#ZE Handle cover PVC PVC PVC

13 3B Spring washer 304 304 304

14 NFAIZE Nut A2-70 A2-70 A2-70
15 1242 Bolt A2-70 A2-70 A2-70

www.gd-tek.com




3PCIB 4 Bk g (M3)-Q318(7)-M3

3PC Threaded Ball Valve

% % R < Dimensions

#REHSE Standard specification

BT HRA4 Design: API1608

/MFRE /1 Rating: 1000PSI ( 1/4"~2") 800PSI ( 21/2"~4" )

R FRAE Thread: ASME B 1.20.1, BS21,DIN2999/259,
1S0O228-1,J1S B 0203,1SO7-1

KIEFRAE Inspection: AP1598, EN12266

%1455 Design features
1. BRI
Full bore
2. WIFHRLRT
Blow-out proof stem
3. HEMKEFFADIN3202-M3ER

The structure length accord with
requirements of DIN3202-M3

7 -
% 2. o
= | 1 e
-
7
e S
¢ i

3/8" 12.5 60
1/2" 15 75
3/4" 20 80
1" 25 90
1-1/4" &2 110
1-1/2" 38 120
2" 50 140
21/2" 65 185
3" 76 205
4" 94 240

104

126

144

144

189

189

223

223

298

53

65

77

94.5

102

119

126

169

\L Ihs N TS e
A TR e
GRANDE-TEK

www.gd-tek.com

















































