






MINI -Q01H/Q03H/Q02H
Mini Valve (F/F M/F M/M)-------------------------------------------------------------------------1

1PC -Q118
1PC Threaded Ball Valve--------------------------------------------------------------------------2

1PC  2000PSI-Q110
1PC Firesafe Ball Valve 2000PSI----------------------------------------------------------------4

2PC -Q218
2PC Threaded Ball Valve--------------------------------------------------------------------------6

2PC -Q218Q
2PC Threaded Ball Valve Light Type----------------------------------------------------------8

2PC -Q218C
2PC Threaded Ball Valve DIN3202-M3-------------------------------------------------------10

2PC -Q238
2PC Threaded Ball Valve M/F-------------------------------------------------------------------12

2PC  2000PSI-Q210
2PC Full Port 2000PSI---------------------------------------------------------------------------14

2PC  2000PSI-Q210S
2PC Reduced Port 2000PSI--------------------------------------------------------------------16

3PC -Q318 7
3PC Threaded Ball Valve------------------------------------------------------------------------18

3PC (M3)-Q318 7 -M3
3PC Threaded Ball Valve------------------------------------------------------------------------20

3PC -Q3B8 7
3PC Butt Weld Ball Valve------------------------------------------------------------------------22

3PC -Q3S8 7
3PC Socket Weld Ball Valve--------------------------------------------------------------------24

3PC -Q318Q
3PC Threaded Ball Valve Light Type----------------------------------------------------------26

1PC -QA18
1PC Ball Valve With Mounting Pad------------------------------------------------------------28

2PC -QB18
2PC Ball Valve With Mounting Pad------------------------------------------------------------30

3PC -QC18 7
3PC Ball Valve With Mounting Pad------------------------------------------------------------32

3PC B BC18
3PC  Ball Valve With Mounting Pad (B)----------------------------------------------------- --36

3PC 2000PSI
3PC  Fire-proof Ball Valve With Mounting Pad 2000PSI--------------------------------- --38

-QT18/QL18
3-way Ball Valve With Mounting Pad----------------------------------------------------------40

B BT18/BL18
3-way Ball Valve With Mounting Pad B ----------------------------------------------------42

Y -S117
Y- strainer------------------------------------------------------------------------------------------44

Y -HY17
Y- spring Check Valve----------------------------------------------------------------------------45

2PC -H216
2PC Vertical Check Valve-----------------------------------------------------------------------46

-HX16
Swing Check Valve-------------------------------------------------------------------------------47

GD -WGD
GD Bibcock----------------------------------------------------------------------------------------48

3PC (M3)-QC18 7 -M3
3PC Ball Valve With Mounting Pad------------------------------------------------------------34
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 1000PSI 1/4"~2"  800PSI 21/2"~4"

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  

      Full bore

2  

      Blow-out proof stem

3 DIN3202-M3

      The structure length accord with 

      requirements of DIN3202-M3

 

Design features
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 1000PSI

 Thread: ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1, JIS B 0203,ISO7-1

Inspection: API 598, EN12266

1  

      Full bore

2  

      Blow-out proof stem

 Design features
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 Part Drawing
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34

 Standard specification

 Design: API 608

 Rating: 1/4"~2"  800PSI 21/2"~4"

 Thread ASME B 1.20.1, BS21,DIN2999/259,

                ISO228-1,JIS B 0203,ISO7-1

 Inspection: API 598, EN12266

1  Full bore

2  Blow-out proof stem

3 ISO 5211

      ISO 5211 standard actuator mounting pad

4 +O +

      Stem packing with O-ring and multiple seal

5 Q3B8(7) Q3S8(7)

      Butt weld and socket weld connections can be configured. 

      See Q3B8(7) Q3S8(7) for details

6

1000PSI

 Design features

DIN3202-M3

      The structure length accord with 

      requirements of DIN3202-M3
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 Dimensions

 Standard specification

 Design: API 608

 Rating: 2000PSI 1/4 ~11/4 1500PSI 11/2 ~2

 Thread ASME B 1.20.1, BS21, DIN2999/259

ISO228-1 JIS B 203 ISO7-1

 Inspection: API 598, EN12266

 Full bore

2  Blow-out proof stem

3  Fire-proof

4  High pressure

5 ISO 5211

ISO 5211 standard actuator mounting pad

6 +O +

Stem packing with O-ring and multiple seal

7  Antistatic device

                

1
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No. Item Material

 Part Drawing
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 Part Drawing

45



46



47



48




	Ò³Ãæ  1
	Ò³Ãæ  2
	Ò³Ãæ  3
	Ò³Ãæ  4
	Ò³Ãæ  5
	Ò³Ãæ  6
	Ò³Ãæ  7
	Ò³Ãæ  8
	Ò³Ãæ  9
	Ò³Ãæ  10
	Ò³Ãæ  11
	Ò³Ãæ  12
	Ò³Ãæ  13
	Ò³Ãæ  14
	Ò³Ãæ  15
	Ò³Ãæ  16
	Ò³Ãæ  17
	Ò³Ãæ  18
	Ò³Ãæ  19
	Ò³Ãæ  20
	Ò³Ãæ  21
	Ò³Ãæ  22
	Ò³Ãæ  23
	Ò³Ãæ  24
	Ò³Ãæ  25
	Ò³Ãæ  26
	Ò³Ãæ  27
	Ò³Ãæ  28
	Ò³Ãæ  29
	Ò³Ãæ  30
	Ò³Ãæ  31
	Ò³Ãæ  32
	Ò³Ãæ  33
	Ò³Ãæ  34
	Ò³Ãæ  35
	Ò³Ãæ  36
	Ò³Ãæ  37
	Ò³Ãæ  38
	Ò³Ãæ  39
	Ò³Ãæ  40
	Ò³Ãæ  41
	Ò³Ãæ  42
	Ò³Ãæ  43
	Ò³Ãæ  44
	Ò³Ãæ  45
	Ò³Ãæ  46
	Ò³Ãæ  47
	Ò³Ãæ  48
	Ò³Ãæ  49
	Ò³Ãæ  50
	Ò³Ãæ  51
	Ò³Ãæ  52
	Ò³Ãæ  53
	Ò³Ãæ  54

